AcC

SpoiltmEk Spreading ()

Delinition

Disposing of axcavated materials (rom a drainage
ditch or an (rrigation canal by sproading the surplus
over udjucent land,

Scopn

This standard spplies o the disposal of spail, by
Placing it 1 suriace daprassions, by shaping, or by
spreading it ovar tha surface of banks and adjacent
lands along tha diteh, canal, ar other axcavations
Iram which the spoll was removed

Purpose

Io parmit usa of land accupied by spoil for agricul-
tura and other purposes, to facilitate establishing
and cantralllng vegetation along banks, to provide a
travelway along hanks for maintenance, ar to pro-
wvide borrow for land grading, leveling, or smanothing
of sdjoining land.
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Conditions where practice applies

This prachee applies o sites where spoil material s
availabla fram tha excavation of channels, drainage
ditches, or irrigation canals and whaore i1 is desirable
and economically frasinle to achinve ona or mara of
the listed conservalion purposcs,

Design criteria

Spoil shall be spread continuously over a designated
area according o an approved plan or as modified
by a technician at tha site whara autharized in tha
contract or otherwise flaasible, Provisions sholl be
made lor tha divarsion or safe passage of surlpce
water conceantraling on the |landside of the spoil-
bank

The spail shall ba placed 50 a3 nat to endangear the
stality of the diteh bank and shall not exceasd 3 1110
height above the natural ground surtace, axcapt by
spacial daslgn. The finished surlace shall slopa away
from the edge of the channel or borm in &0 far as
feasible

Surfaces of spoil shall nol be gtecpar than 4 hori
contal 1o 1 vertical on the landside, and 3 horizonial
1o 1 wertical on the channal slda If 2 barm |8 astab-
lighed. If the spoil is spread to the edge ol Lhe chan
nel, the channel side slopoe of the spoil shall bo
shapad ta |ain the sida slopa of the ditch bank so
thal loosa spoil will not roll or wash into the channal
or ditch,

Plana and specifications

Flans and specifications for spailbank spraading
zhall be in kesping with this standard and shall de
seribe the requirements for properly applying the
practice to achieve its intended purpose.
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